


A successful film

SUBLITOUCH: the brand new product by SUBLITEX. 

SUBLITOUCH is the evolution of DecotransAlu, transfer film for 

wood effect decoration of aluminum launched onto the global 

market by Miroglio Group more than 20 years ago. 

SUBLITOUCH will “touch” you with its embossed grains in relief 

as if it were a real and natural wood. 

The enhanced solution for decorating Aluminium windows and 

doors and “TOUCH ….real wood”!!





Powered by SUBLITEX Established in 1976 from an ambitious project of Miroglio Group 

to lead the newborn  sublimable dye technology, SUBLITEX is 

today a leading company in its fields of applications and first to 

develop metal decoration technology.

The key to such success is continuous innovation, research, 

development and creativity, making SUBLITEX a world reference 

for meeting customer’s requirement and customization.

SUBLITOUCH is the latest example of how meeting clients 

needs is the focus of today’s SUBLITEX activity.



Subl itouch Plus

OUTDOOR ENDURANCE

HIGH-DEFINITION

MAINTENANCE FREE

EASY APPLICATION

SUSTAINABLE PRODUCTION PROCESS

CUSTOMIZABLE Performance, endurance and durability of SUBLITOUCH films 

are guaranteed by strict controls during every step of the 

production process, to grant not only high aesthetic stan-

dards and realism like never before. All SUBLITEX products 

are submitted to several tests (QUV-A, QUV-B, XENO TEST, 

SPECTROPHOTOMETER, TABER TEST and SALTSPRAY TEST).





The Range of appl icat ions



OUTDOOR
INTERIOR DESIGN

DOORFRAMES

W I N D O W SK I T C H E N
E L E M E N T S

I N T E R I O R  D E C O R A T I O N



SUBLITOUCH range offers the best 

color selection.

Color on stage



COD. ST1

COD.  ST2



W H E N  P O E T R Y  A N D  N A T U R E

J O I N  T E C H N O L O G Y  

F O R  A  P U R E  S U B L I M A T I O N 

O F  C O L O R S



COD. ST3

COD.  ST4



DEDICATED COLLECTION: 

DESIGNED FOR HIGH END  

ARCHITECTURAL ALUMINUM 

DECORATION



COD. ST5

COD. ST6



EASILY TAILOR-MADE

TO MEET  

ANY COSTUMERS’ 

REQUIREMENTS



Excel lent Qual ity



TOUCH EFFECT: 

EMBOSSED WOOD GRAINS, 

ESPECIALLY CREATED   

FOR A TRUE FEELING AND TYPICAL

THREE-DIMENSIONAL APPEARANCE

REPRODUCING NATURAL WOOD.



Test and Qual ity Standard 
Cert if icat ion

- AITAL member

- ISO 9001

- NCCA member

- ECCA member

- OEKO-TEX member



Polyester transfer film for finishing of powder coated metal.Descript ion

- Film type: PET

- Print width: 1630-1870 mm

- Core diameter: 75 mm 

- Roll diameter: 250 mm approximately

- Roll length: 750 mt

- Weight: 50 kg max

Support

On polyester films with solvent based inksPr int ing



Miroglio standard working parameters are 

as following:
Appl icat ion Ways

Metal Temperature

Transfer press

Oven

200°C (+/- 3°C) [to be reached in about 90”]

200°C (+/- 3°C)








